
 

EUROLITE Steel Rope (SC) 900x3mm black Art. No.: 58010413
GTIN: 

List price: 5.83 €
incl. 19% VAT.

LogisticFeatures:

EUROLITE Steel Rope (SC) 900x3mm black without quick link

Steel rope with loops, grouted without grummet thimbles

- With steel core
- Stopping rope for general lifting purposes
- Rope with loop

EUROLITE Quick Link Type A-200

Quick link

- Complies with DIN 56927:2009-03

Technical specifications:

Weight: 0,07 kg

EUROLITE Steel Rope (SC) 900x3mm black without quick link

Maximum load WLL (5-fold): 100 kg

Design of the core: 6 x 19 WSC

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® and Dimavery® are trademarks of Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
All rights reserved. Subject to change without notice. Errors and omissions excepted.Illustration only. Actual item may differ from photo.

https://www.steinigke.de/de/mpn58010413.html


Nominal tensile strenght of rope: 1770 N/mm²

Wire surface: Zinc-plated

Color: Black

Temperature range: -40° C - +100° C

Dimensions: Length: 90 cm

 Diameter: Ø 0,30 cm

Weight: 0,04 kg

EUROLITE Quick Link Type A-200

Maximum load WLL (10-fold): 200 kg

Standard: DIN 56927:2009-03,

Shape: A - small opening

Material: Steel, zinc-plated

Opening: 0-7,5 mm

Dimensions: Length: 4,50 cm

 Width: 5,80 cm

 Depth: 2,70 cm

 Diameter: Ø 0,60 cm

Weight: 0,03 kg
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